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Thank you for purchasing CANYON CNP-WF514A . We sinc erely wish you to enjoy

the wireless broadband router . It provides user an easy and stable high speed

internet connection. It is also equipped with built -in NAT technology that acts as a
firewall to protect the network from outside intrusions. Ultimately, the device is
implemented with an IEEE 802.11b/g access point which is capable of wireless LAN
network. T o fully utilize the functions and features of CANYON CNP-WF514A

please read through the user manual before you get started.

Introduction

Safety Pr ecautions

Please observe all safety precautions before us ing the device . Please follow all
procedures outlin ed in this manual to proper ly operate the device.

Do NOT attempt to disassemble or alter any part of the device that is not
described in this guide

Do NOT place the device in contact with water or any other liquids. The device
is NOT designed to be liquid proof of any sort.

In the event  of liquid entry into device interior , immediately disconnect the
device from the computer. Continu ing use of the device may result in fire or

electrical shock. Please consult your product distributor or the closest support

center.

To avoid risk of electrical shock, do not connect or disconnect the device with
wet hands.

Do NOT place the device near a heat source or directly expose it to flame
Never place the device in  vicinity of equipment s generating strong

electromagnetic fields. Exposure to strong magnetic fields may cause
malfunctions or data corruption and loss .
All images in the user manual are for user refer ence only. Actual products

might differ slightly than images shown here.
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Package Content s

Product Image Item Name

CNP -WF514A Main Unit

0 Standing Base

Power Adapter

~
CANYON
Warranty Card Warranty Card
Quick Guide

Documentation CD
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Hardware Overview

SYS
WAN
PC1/PC2/PC3/PC4

DC Jack

PC1/PC2/
PC3/PC4

SYS WAN

Power status indicator

WAN interface status indicator

LAN interface status indicator

Antenna ——

PC1/PC2/
PC3/PC4 WAN Default

DC Jack
WAN
PC1/PC2/PC3/PC4
Default

Antenna

Connects to power adapter

Connects to cable/DSL modem or other Ethernet devices
Connectsto LAN port on PC or other  Ethernet devices
Reset dev ice to factory default settings

Transmits signals
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Getting Started

Connecting to Device

Please follow the steps below to connect the modem and PC(s) with CANYON
CNP -WF514A
1. Beginbyse arching foran appropriate location to setup device. Please keep

in mind to keep the device in the center of working area as the signal
strength and data transfer rate falls off with distance.

It is also recommended to place device at a higher positionto  ensure
minimum obstacle interference.

Make sure that all network devices are powered off, including the device
itself , PCs, switches, cable or DSL modem, and other peripherals.
Connect the modem  to WAN port of the device by one CAT 5 Ethernet
cable.

Connect PC(s) withthe LANports (PC1/PC2/ PC3/PC4) ofthe device by CAT
5 Ethernet cables. One  PC connectst o only one port using one cable.
Power on the cable or DSL modem.

Plug in the power of the device . The Power status indicator  at the front
panel of de vice will light up as soon as the power adapter is connected
properly.

Power on PC(s).

Windows XP Setup

o M W N BE

Click on Start A Settings A Control Panel.

Click on Network and Internet Connections icon.

Click on Network Connections

Right click on Local Area Connect  ion icon and click on Properties.
Select TCP/IP option and click on Properties. The Properties dialog box will
be displayed.

Check fiObtain an IP address automatically 0 and fiObtain DNS server
address automatically 0 options.

Click Ok to confirm modifications
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Windows Vista Setup

E A

Click on Start A Settings A Network Connections.

Right click on Local Area Connection icon and click on Properties.

Click on Continue in User Account Control dialog box.

Select TCP/IP v4 option and click on Properties. The Propert ies dialog box
will be displayed.

Check fiObtain an IP address automatically 0 and fiObtain DNS server
address automatically 0 options.

Click Ok to confirm modifications.

Windows 2000 Setup

Click on Start A Settings A Control Panel.

Double clickon Network ~ and Dial -up Connectionsicon. T he Network dialog
box will be displayed.

Right click on Local Area Connection icon and click on Properties.

Select TCP/IP option and click on Properties. The Properties dialog box will

be displayed.

Check fiObtain an IP addres s automatically 0 and fObtain DNS server
address automatically 0 options.

Click Ok to confirm modifications.

Windows 98/ME Setup

1. Clickon Start A Settings A Control Panel.

2. Double click on Network icon. T he Network dialog box will be displayed.

3. Please make sure that appropriate network card is installed before
proceeding. Click on the Configuration label.

4.  Select TCP/IP option and click on Properties. The Properties dialog box will
be displayed.

NOTE :

Selectthe TCP/IP item  with an arrow fA 0 pointing tothe  network card if more

than one TCP/IP options is present.

6.

Make sure that the option fiObtain IP address automatically 0 is checked.
Make sure thatthe  AWINS R esolution 0 option is checked under WINS

Configuration dialog box.
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7.  From Gateway dialog box, remove al | entries fromthe Installed gateways
by selecting them and clicking on Remove.

8.  From DNS Configuration dialog box, remove all entries from DNS server
search order box and Domain suffix search order box by selecting them
and clicking on Remove. Click on Dis able DNS.

9. Click Ok to confirm modifications.

NOTE :

To access the device via a wireless connection, PC must be equipped with
802.11b or 802.11g wireless adapter/PCl card. The configuration should be set
as below:

Operation Mode: Infrastructure

SSID: Defau It

Authentication: Disabled

Encryption: Off
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Device Configuration

Before setting up the device, please make sure that the host PC (s) is set on the IP
sub -network accessible by  CANYON CNP-WF514A device. The default network
address of the device issetas192.168.1. 1. Please configure IP address of host PC
at 192.168 .1 .XXX where XXX is a number between 002 and 254. The subnet mask
should be 255.255.255.0. Please follow below steps to enter web browser

management mode.

(ol x| 1. Open a browser

2 Tool ';MD ‘ﬁ
- Internet Explorer
“ ok - = - @) [2] A} | Qsearch [EFavorites (4History | BN+ S ‘ ( P

IE

s [E1 o265 11 ol o= | browser only ) and
typein 1192.168.1.1 0
? Please type your user name and password. t th dd b d
< Site: 192.168.11 a ea ress baran
Realm 19216811 press Enter.
o B 2. Type figuest 0 at the
Password ]*"’“‘1
[~ Save this password in your password list user name text bOX
k] s || g and figuest 0 again at

S
o Z the password text box.

3. The home page of web
browser management
mode will be displayed.

?‘HEHUS: Convenient Setup . .
T oo Setup 4. Click o n 10 different
: D Internet Setup TheCo._wemmSempwﬂlgmdeyoutooonﬁgum acoess point for first time, Please follow the
I wress oS S b functions on the main
sty Welooms o Couvenien S
%‘ gﬁ;w ETE gD The Wizard will guide you the throngh following steps. Begin by clicking on Next, router menu on the
{1 System Management q
O logowt. e left. The corresponding
3. Setop LAN Intedare
5 Wies LAt o information will be
6. Wireless Security Setting
displayed at right.
B .

5. Click on Help at any
time to bring up help
menu.

NOTE :
The factory settings of user name and the password are by default figuest a Itis

recommended that user change that information to better maintain network

security.
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Convenient Setup

e —

=égeé‘o‘:‘5v3e e Convenient Setup
ni up

""" [] LAN Setup : 5 3 : :

,,,,, D Internet Setup The Convenient Setup will guide you to configure access point for

] Wireless first time. Please follow the Convenient Setup step by step.

(1 System Information
(] Applications & Gaming

¥elcome to Convenient Setup.

- Security Management The ¥izard will guide you the through following steps. Begin
""" D DDNS by clicking on Next.
(] System Management
..... D Logout 1. Setup Operation Mode
2. Choose your Time Zone
3. Setup LAN Interface
4. Setup WAN Interface
5. Wireless LAN Setting
6. Wireless Security Setting

1. Clickon Convenient Setup function at the main router menu on the left.

2. Clickon Next>> to continue Convenient Setup process.

1. Operation Mode

You can setup different modes to LAN and WLAN interface for NAT and
bridging function.

In this mode, the device is supposed to connect to

internet wia ADSL/Cable Modem. The NAT is enabled and
PCz in four LAN ports share the same IP to ISP through
WAN port. The connection type can be setup in WAN page

by using PPPOE, DHCP client, PPTP client or static IP.

¥ Gateway:

" Bridge: In this mode, all ethernet ports and wireless
interface are bridged together and NAT function is
disabled. All the WAN related function and firewall

are not supported.

 Wireless In this que, all eﬁherne# ports are bridged together

ISP: and the wireless client will connect to ISP access
point. The NAT is enabled and PCs in ethernet ports
share the same IP to ISP through wireless LAN. You
must set the wireless to client mode first and connect
to the ISP AP in Site-Survey page. The connection type
can be setup in WAN page by using PPPOE, DHCP client,

PPTP client or static IP.

1. Selectand clickon different connection mode options to adapt to desired

function.
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NOTE :

Please consult IT professionals to select best connection mode.

2. Clickon Next>> tocontinue or <<Back to go back to previous page.
3. Clickon Cancel to exit.
2. Time Zone Setting
Tou can maintain the system time by synchronizing with a public time
server over the Internet.
Time
Zone (GMT-08:00)Pacific Time {US & Canada); Tijuana ZI
Select :
HRIP R T X VS
corver : [192.5.41.41 - North hmerica |¥]
1. Select desired time zone  from Time Zone Select drop down text box.
2.  Selecttime server from NTP server drop down text box to synchronize time
setting.
Clickon Next>> to continue or <<Back to go back to previous page.
4. Clickon Cancel to exit.
3. LAN Setup
This page is used to configure the parameters for local area network
which comnects to the LAN port of your Access Point. Here you may
change the setting for IP addresss, subnet mask, DHCP, etc..
IP Address: |192. 168. 1.1
Subnet Nask: |255. 255. 265. 0
1. Typeindevice IP address and Subn et Mask inthe corresponding textbox.
NOTE :

The default settings are 192.168.1.1 and 255.255.255.0
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2. Clickon Next>> tocontinue or <<Back to go back to previous page.

3. Clickon Cancel to exit.

4. Internet Setup

This page is used to configure the parameters for Internet network
which connects to the WAN port of wour Access Point. Here you may
change the access method to static IP, DHCP, PPFPoE or PPTP by click
the item value of WAN Access type.

¥AN Access Type: |DHCP Client +|

Static IP
DHCP Client
FFPPoE
PPTP

1. Select desired Internet connection method ( StaticIP , DHCP C lient ,
PPPoOE ,and PPTP)from WAN Access Type drop down text box.
2. Type in required parameters if necessary.

NOTE :
Please consult IT professionals and/ or ISP provider to obtain necessary

information.
3. Clickon Next>> tocontinue or <<Back to go backto previ ous page.

4. Click on Cancel to exit.

5. Wireless Basic Settings

This page is used to configure the parameters for wireless LAN clients
which may connect to your Access Point.

Band: [2.4 GHz (B+6) |
Node: ,P.P—z
Network Type: IInfr:astru-:ture_v_'
SSID: |default

Channel Rumber: |6 vl

[ Enable Mac Clone (Single Ethernet Client)
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Select network band from Band drop down text box.

Select network band, function Mode (AP, Client , WDS ,and AP+WPS ),
Network Type (Infrastructure or Ad -Hoc ), Channel Number from their
corresponding drop down text box

Type in desired SSID inthe SSID textbox.

Check on Enable MAC Clone option if necessary .

Clickon Next>> to continue or <<Back to go back to previous page.

Click on Cancel to exit.

6. Wireless Security Setup

This page allows wyou setup the wireless security. Turn on WEP or WPA
b¥ using Encryption Keys could prevent any unauthorized access to your
wireless network.

Encryption: I None A l

Select data encryption type ( None , WEP , WPA(TKIP) , WPA2(AES) , and
WP A2 Mixed ) from Encryption drop down text box.

Type in or select required parameters if necessary.

Click on Save Settings to save adjustment or <<Back to go backto
previous page.

Click on Cancel to exit.
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Upon completion, type in User Name and Password as indicated. Click on

OK to continue or Cancel to exit.
Click on OK again to confirm setting adjustment.

The device is now ready for use.
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